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The one tool your business needs to communicate efficiently. 

With the touch of a button, the Konica FAX 280 can put you in touch and keep you in touchj Anywhere. Anytime. For 85% less than 
the cost of overnight delivery. It can send or receive everything from proposals to photographs in seconds. It can automatically dial and 
poll, while assuring the security of your communication! And, it can even be used as a regular telephone and convenience copier. 


SIANDARD FEATURES 

Programmable Operation Keys: One-touch operation 
provides access to 20 programmable keys which 
automatically activate transmission parameters for maximum 
copy quality, dial the receiving facsimile and transmit the 
document. Each key can also be programmed to poll up to 
100 remote location! 

Full Dot LCD Display Panel: The FAX 280 uses graphics and 
character display for easy and accurate operation. 

Autodiaier: As many as 100 frequently called numbers can 
be stored and dialed by simply touching one or two key! 

Polling: The FAX 280 allows the use of database, turnaround 
and sequential polling. 

Telephone Function: The FAX 280 hasa built-in handset and 
a multifunctional telephone including music on hold. 

Copier: FAX 280 can also be used as a convenience copier. 

16-Level Cray Scale: Transmit photographs with maximum 
accuracy. 


Verification Stamp: A stamp is automatically affixed to the 
original document when transmissions have been received 
and confirmed by the receiving facsimile. 

Relay Transmission Request: Transmit documents for relay 
to final destinations, eliminating long-distance phoning 
ahead. 

Secure Communication: Use of a passcode eliminates 
unauthorized polling or transmission and allows secure 
transmission into private mail boxe! 

High-Speed Remote Diagnostics: A remote diagnostic 
center can diagnose a problem in the FAX 280 at ultra-high 
speed, without first dispatching a service technician. 

Automatic Reduction: Oversized documents can be reduced 
to accommodate the paper size of the receiving unit. 

Automatic Redialing: The FAX 280 automatically redials 
at regular intervals when there is no response or the line 
is busy. 


KONICA FAX 280 NOMINAL SPECIFICATIONS. 


Type: Desktop facsimile transceiver 

Compatibility: CGITT Groups 3 and 2 

Applicable Telephone Line: Public Switched Telephone 
Network (P.STN. lor the equivalent 

Modem: 9600,7200,4800 and 2400 bps as per CCITT V.29, 
V27ter with automatic fallback and step-up^ 

Resolution: Norm 203H x 98V LPI 
Fine 203Hx 196 V LP! 

Super Fine 203H x 293V LPI 
G2 203Hx98VLPI 

Original DocumentSize: Width 5.04" to 11.69" (128mm- 
297mm) Length 2:87” to 16.54" (73mm-420mml 

Note: Length figure is without operator assistance. Lengthi 
figure with operator assistance is 39.37” (l meter),. 


Effective Maximum Scanning Width: 10.1” (256mml 

Effective Printing Width: 8.35" (212mm) (G3 mode! 

8.07” |205mml(G2 mocei, 

Scanning Method: Solid State CCD 

Recording Paper Size: 8.5" x 328' (216mm x 100m) 

Power Requirements: 103-132 VAC 50/60 Hz, single phase 

Dimensions: Width 16.22" x Depth 12.13" x Height 6.77” 
(412 x 308 x 172mmI (excluding nandset. 
cradle, trays and other projections); 

Weight 255 lbs (11.6kg) (excluding travs. paper and 
power cord) 

All specifications are approximate and subject to change. 
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